
 

Part Number Description 

RCT4-WBC-1X-RNA RCT4, RADIAX® Coaxial Radiating Cable with Bump, 50–3500 MHz, foil, 1/2 in, black non-
halogenated, fire retardant polyolefin jacket 

RCT5-CP-1A-RNA RCT5, RADIAX® Coaxial Radiating Cable with Bump, 800–2000 MHz, tuned foil, 7/8 in, black non-
halogenated, fire retardant polyolefin jacket 

RCT5-LT-1A-RNA RCT5, RADIAX® Coaxial Radiating Cable with Bump, 50–500 MHz, tuned foil, 7/8 in, black non-
halogenated, fire retardant polyolefin jacket 

RCT5-LTC-2A-RNA RCT5, RADIAX® Coaxial Radiating Cable, 50–1000 MHz, foil, 7/8 in, black non-halogenated, fire 
retardant polyolefin jacket 

RCT5-LTC-2A-RNAM RCT5, RADIAX® Coaxial Radiating Cable, 50–1000 MHz, foil, 7/8 in, black non-halogenated, fire 
retardant polyolefin jacket 

RCT5-WBC-1X-RNA RCT5, RADIAX® Coaxial Radiating Cable, 50–2800 MHz, foil, 7/8 in, black non-halogenated, fire 
retardant polyolefin jacket 

RCT6-CPUS-1A-RNA RCT6, RADIAX® Coaxial Radiating Cable with Bump, 50–2400 MHz, tuned foil, 1-1/4 in, black non-
halogenated, fire retardant polyolefin jacket 

RCT6-LT-1A-RNA RCT6, RADIAX® Coaxial Radiating Cable with Bump, 50–900 MHz, tuned foil, 1-1/4 in, black non-
halogenated, fire retardant polyolefin jacket 

RCT6-LTC-4A-RNA RCT6, RADIAX® Coaxial Radiating Cable with Bump, 70–960 MHz, tuned foil, 1-1/4 in, black non-
halogenated, fire retardant polyolefin jacket 

RCT6-LTC-5A-RNA RCT6, RADIAX® Coaxial Radiating Cable with Bump, 70–960 MHz, tuned foil, 1-1/4 in, black non-
halogenated, fire retardant polyolefin jacket 

RCT6-LTC-5A-RNAM RCT6, RADIAX® Coaxial Radiating Cable with Bump, 70–960 MHz, tuned foil, 1-1/4 in, black non-
halogenated, fire retardant polyolefin jacket 

RCT6-S-1A-RNA RCT6, RADIAX® Coaxial Radiating Cable with Bump, 1700-2500 MHz, tuned foil, 1-1/4 in, black non-
halogenated, fire retardant polyolefin jacket 

RCT6-WBC-1X-RNA RCT6, RADIAX® Coaxial Radiating Cable with Bump, 50–2800 MHz, tuned foil, 1-1/4 in, black non-
halogenated, fire retardant polyolefin jacket 
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RCT7-C-2A-RNA RCT7, RADIAX® Coaxial Radiating Cable with Bump, 800–960 MHz, tuned foil, 1-5/8 in, black non-
halogenated, fire retardant polyolefin jacket 

RCT7-CP-1A-RNA RCT7, RADIAX® Coaxial Radiating Cable with Bump, 800–2000 MHz, tuned foil, 1-5/8 in, black non-
halogenated, fire retardant polyolefin jacket 

RCT7-CPUS-4A-RNA RCT7, RADIAX® Coaxial Radiating Cable with Bump, 50–2400 MHz, tuned foil, 1-5/8 in, black non-
halogenated, fire retardant polyolefin jacket 

RCT7-LTC-4A-RNA RCT7, RADIAX® Coaxial Radiating Cable with Bump, 70–960 MHz, tuned foil, 1-5/8 in, black non-
halogenated, fire retardant polyolefin jacket 

RCT7-LTC-4A-RNAM RCT7, RADIAX® Coaxial Radiating Cable with Bump, 70–960 MHz, tuned foil, 1-5/8 in, black non-
halogenated, fire retardant polyolefin jacket 

RCT7-WBC-1X-RNA RCT7, RADIAX® Coaxial Radiating Cable, 50–2700 MHz, foil, 1-5/8 in, black non-halogenated, fire 
retardant polyolefin jacket 

RCT7-WBC-2A-RNAM RCT7, RADIAX® Coaxial Radiating Cable with Bump, 50–2700 MHz, tuned foil, 1-5/8 in, black non-
halogenated, fire retardant polyolefin jacket 

RCT7-WBC-3A-RNA RCT7, RADIAX® Coaxial Radiating Cable with Bump, 50–2400 MHz, tuned foil, 1-5/8 in, black non-
halogenated, fire retardant polyolefin jacket 

RCT7-WBC-4A-RNA RCT7, RADIAX® Coaxial Radiating Cable with Bump, 50–2700 MHz, tuned foil, 1-5/8 in, black non-
halogenated, fire retardant polyolefin jacket 
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